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NANOBAUME"

HIGH PRESSURE PACKING
FOR CAPILLARY COLUMNS

PACK YOUR OWN CAPILLARIES FOR HPLC AND MASS SPEC




NANOBAUME"

CAPILLARY COLUMN PACKER

B Pack micro-columns of various length and diameter
® Compact design will not tip on the work surface

B Seals safely at pressures up to 9000 psi *

B Assembles simply, without tools
® Priced economically

Save time, money, and gain
control by packing your own
capillary columns. Designed to
accommodate empty fused
silica or PEEKsile columns of less
than 1/32y in outer diameter,
the Nanobaumeé¢ is a compact
316 stainless steel unit built to pack
tubing with a silica bed at high
pressure. The Nanobaumeé may
be used for packing at up to
9000 psig with liquid media (3000
psig for gas pressure) occupies a
small footprint on the benchtop
(at 2.5y in diameter, 2.5y tall), and
assembles easily in a few simple
steps. The ETFE O-ring seals at high
pressure by hand-tightening only.
A magnetic stir bar keeps the
silica slurry suspended over a stir-
plate during column packing. Not
for use under SFC conditions.

% Packing limit of the pressure vessel is 9000psi
with liquid media; fittings supplied in SP-400 to
connect a column to the Nanobaume will hold
pressure to 6000 psi; SP-403K includes high-
pressure (9000psi liquid media) CE-005 column
connection kit.




COMPONENTS AND ASSEMBLY
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SP-403K PARTS ASSEMBLY DIAGRAM
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